
NJCO WOODEN GAUGE

SUPERIOR QUALITY NJCO WOOD GAUGE
Protected and reinforced at one end by a polyurethane tip, the NJCO wooden measuring gauges resist shocks, the 
corrosive action of gasoline, ethanol, methanol, kerosene and diesel.

• Hard wooden gauge, resistant and safe

• Protected and reinforced at one end by a polyurethane toe resists shocks and the corrosive action of

• Superior durability to competing products

• Safe because nothing in the gauge can cause static electricity.

Code Product Description Unit

NJCO WOOD GAUGE

JRJD04 4’ 121.92 cm 0-93 cm (4 feet) Unit

JRJD06 6’ 182.88 cm 0-153 cm (6 feet) Unit

JRJD08 8’ 243.84 cm 0-213 cm (8 feet) Unit

JRJD10 10’ 304.80 cm 0-245 cm (10 feet) Unit

JRJD12 12’ 365.76 cm 0-245 cm (12 feet) Unit

JRJD14 14’ 426.72 cm 0-307 cm (14 feet) Unit

JRJD15 15’ 457.20 cm 0-367 cm (15 feet) Unit

JRJD16 16’ 487.68 cm-0-367 cm (16 feet) Unit

JRJD18 18’ 548.64 cm 0-367 cm (18 feet) Unit

Other lengths and gauges available in imperial scale.

NJCO tip 
(insoluble and unassailable by fuels)

Protective fixative varnish (clear and sharp 
reading)

Special coating for extended essence retention:15 to 20 seconds

Rounded end (dampens 
the fall, avoids possible 
damage to the tanks

Hardwood  
(extended life in liquid 

environment) Available  
in centimeters and inches)

Polyurethane-based material 
(does not produce any static electricity)
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